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Status


DSL Status
DSL Status reflects the status of the GREEN DSL port located on the back of the
router. The DSL light on the front of the router provides a visual status of the DSL
port.


DSL Status


Connection Status


DSL Downstream: 40.127 Mbps


DSL Upstream: 3.69 Mbps


DSL Link Statistics


Link Statistic Status


Broadband Mode Setting: Auto Select


Broadband Mode Detected: VDSL2 - 8A


DSL Link Uptime: 6H:41M:9S


Retrains: 0


Retrains in Last 24 Hours: 0


Loss of Power Link Failures: 0


Loss of Signal Link Failure: 0


Loss of Margin Link Failure: 0


Link Train Errors: 0


Unavailable Seconds: 23


Transport Mode: PTM


Path Parameter: 201


Priority: 0


Service Type: PTM - Tagged (201)


DSL Power
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Levels Downstream Upstream


SNR 9.3 dB 6.0 dB


Attenuation 16.0 dB 8.4 dB


Power 16.9 dBm 8.9 dBm


DSL Transport


Transport Downstream Upstream


Packets: 1682400 514255


Error Packets: 0 0


24 Hour Usage: 2337.76 MB 178.260 MB


Total Usage: 2337.76 MB 178.260 MB


30 Minute Discarded: 0 0


DSL Channel


Levels Near End Far End


Channel Type: N/A N/A


CRC Errors: 54 0


30 Minute CRC: 4 0


RS FEC: 175863 10775


30 Minute FEC: 16149 478
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