
Status

Connection

This page displays information on the status of the cable modem's HFC and IP network
connectivity.

Startup Procedure

Procedure Status Comment

Acquire Downstream Channel 621000000 Hz Locked

Connectivity State OK Operational

Boot State

Configuration File OK

Security Enabled BPI+

Downstream Bonded Channels

Channel Modulation Frequency Power SNR Correctables Uncorrectables

1 QAM256 621000000 Hz 3.1 dBmV 41.8 dB 15 0

2 QAM256 591000000 Hz 1.0 dBmV 40.9 dB 1590 7427

3 QAM256 597000000 Hz 1.5 dBmV 41.2 dB 158 698

4 QAM256 603000000 Hz 1.7 dBmV 40.4 dB 15 0

5 QAM256 609000000 Hz 2.3 dBmV 41.4 dB 14 0

6 QAM256 615000000 Hz 2.7 dBmV 41.4 dB 14 0

7 QAM256 627000000 Hz 3.2 dBmV 41.9 dB 9 0

8 QAM256 633000000 Hz 3.0 dBmV 41.5 dB 10 0

Total Correctables Total Uncorrectables

1825 8125

Upstream Bonded Channels

Channel US Channel Type Symbol Rate Frequency Power

1 ATDMA 5120 Ksym/sec 36400000 Hz 44.0 dBmV

2 ATDMA 5120 Ksym/sec 29500000 Hz 44.7 dBmV

3 ATDMA 5120 Ksym/sec 22600000 Hz 45.2 dBmV

4 Unknown 0 Ksym/sec 0 Hz 0.0 dBmV

CM IP Address

2001:558:40b0:15:7e4a:e9ff:fe00:3333/64

Current System Time: Tue Feb 17 15:54:48 2015

Modem Configuration: Status - Connection http://192.168.100.1/RgConnect.asp
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